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Sargo Domo Change Backend Settings 

Changing the backend settings 

Important!
To configure the charger, you 
must connect to the charger’s 
Wi-Fi. 
 
The charger’s Wi-Fi is activated 
by turning the unit off and then 
on again. 
 
The Wi-Fi signal is secured 
and will only be visible for 15 
minutes after startup.

1. 	 Turn on the power to the charger – if it’s al- 
	 ready on, turn it off and then on again.
2. 	 Go to Settings on your phone or tablet
3.	 Select Wi-Fi
4.	 Choose the Domo charger SD-24370001 (*example)
5.	 You can find your SD number at the back of your 
	 installation manual.

6. 	 Enter the password – found beneath the SD number 
	 in your installation manual.
7. 	 Tap Connect
8. 	 You are now connected to the charger’s Wi-Fi

Fornavn Efternavn

Home

Important !
Only change backend settings 
for stand alone operations or 
change of CPO. 
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Change Backend Settings 

9. 	 Open your web browser on your phone or tablet

10.	 Enter the URL address 192.168.4.1 and press enter

11.	 The page will load, and the Domo menu will appear

12.	 Tap “Advanced”

13.  	 Enter Domo as the username

14.  	 Enter the password – see the back of the installation manual

15.  	 Tap Log in. You can now modify the configuration

16.  	 Scroll to the OCPP field to change the backend address

17.  	 For offline operation, set Connection to “INGEN”

18.  	 Press GEM

	 Once all changes are made, press Restart Charger and OK

20.  	 Done. The Domo charger is now ready with the updated settings
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